STATE OF IDAKC

DEPARTMENT OF
ENVIRONMENTAL QUALITY

254 South Arthur « Pocatelio, idaho 83204-3202 = {208} 236-6160 £k Kempthiome, Gavernor
. Staphan Altred, Director

Qctober 20, 2000
CERTIFIED MAIL #Z 271 710 128

Donald R, Wind

Sr. Environmental Engineer

P4 Production, LLC

P.0O.Box 816

Soda Springs, Idaho 83276-0816

RE: T2-000326, P4 Production, LLC, Soda Springs
Emission Reductions - Scaleroom Scrubber Shutdown
Amended Tier H Operating Permit No. #042-00001

Dear Mr. Wind:

On August 21, 2000, the idaho Department of Environmental Quality (DEQ) received an application for
amending Tier I Operating Permit (OF) No. #042-00001 from P4 Production, On October 10, 2000, the
application was declared complete,

Based on review of your application, state and federal ruies and regulations, and comments received, DEQ
finds this project meets the provisions of IDAPA 58.01.01.400 {Rules for the Control of Air Pollution in
idaho). Therefore, enclosed is the amended and renewed Tier it OP #042-00001 for the emissions that exist
at your faciiity, which supersedes the permit issued on April 3, 1980, One-time source tests completed to
demonstrate compliance with the permit issued on April 3, 1990 do not need 1o be repeated for this permit.

You, as well as any other entity, may have the right to appeal this final agency action pursuant to the idaho
Department of Health and Welfare Rules, Title 5, Chapter 3, "Rules Governing Contested Case Proceedings
and Declaratory Rulings,” by filing a petition with the Hearings Coordinator, Depariment of Environmental
Quality, 1410 N. Hiiton, Boise, |ID 38706-1255, within thirty-five (35) days of the date of this decision.
However, DEQ encourages you to contact the Air Quality Permit Program to address any concerns you may
have with the enclosed permit prior to filing a petition for a contested case.

If you have any questions regarding the terms or conditions of the enclosed permit, piéase contact Rick
Elkins, of the Pocatello Regionat Office, at (208) 236-6160.

B a ‘; !I ’ -
Maricbnet .

Regional Admitlistrator

Pocatello Regionai Office

Enclosure

ce: -Mediyh-Beymote, DEQ State Office pe
Pocatelio Regional Office
L. Kral, EPA - Region 10
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PERMIT NUMBER

State of idaho
Departrment of Environmental Quality 014121101010 01 1
AQCR CLASS SiC
AIR POLLUTION o0igl1 _ A 2igl1ig
OPERATING PERMIT
ZONE UTM COORDINATE {km})
GENERAL INFORMATION 115 4ls12 -0:] o712 ls ‘_{}‘!
1. PERMITTEE
P4 Production, LLC
2, PROJECT
Emission Reduction - Scaleroom Scrubber Shutdown
3 MAILING ADDRESS TELEPHONE # COUNTY
PQ Box 816 {208) 5474300 Caribou
4, ciTyY STATE ZiP CODE
Soda Springs idaho 83279
5. PERSON TO CONTACT TITLE
Beth Elroy Sr. Environmental Engineer

8, EXACT PLANT LOCATION
2 miles North of Soda 8prings, idaho on Highway 34

7. GENERAL NATURE OF BUSINESS & KINDS OF PRODUCTS
Elemental Phosphorus Production
8. PERMIT AUTHORITY

This permit is issued according to the Rules for the Controf of Air Pollution in Idaho, Section §8.01.01.400 and
pertains only to emissions of air contaminants which are reguiated by the state of idaho and to the sources
specifically allowed to be operated by this permit.

THIS PERMIT HAS BEEN GRANTED ON THE BASIS OF DESIGN INFORMATION PRESENTED IN THE
APPLICATION AND THE IDAHC DEPARTMENT OF ENVIRONMENTAL QUALITY'S (DEQ) TECHNICAL
ANALYSIS OF THE SUPPLIED INFORMATION. CHANGES IN DESIGN OR EQUIPMENT, THAT RESULT IN
ANY CHANGE IN THE NATURE OR AMOUNT OF EMISSIONS, MAY BE A MODIFICATION. MODIFICATIONS
ARE SUBJECT TO DEQ REVIEW IN ACCORDANCE WITH SECTION 58.01.01.200 OF THE RULES FOR THE
CONTROL OF AIR POLLUTION IN IDAHO.

DISCLAIMER: This document may serve as a Preliminary Inspection Finding Form for use by Department
personnel in communicating your compiiance status upon inspection. it does not constitute a final determination
of compliance status with the ldahe Code or any rules promuigated, permits issued, or consent or judicial orders
entered into pursuant (o the law. The ldaho Department of Environmental Quality reserves the right to supplement
this document with additional compliance determinations, and amend, change, or otherwise modify any compliance
determination stated in this document. This document in no way restricts the state of idaho, Departiment of
Environmentai Qualily from taking any action available under jaw to address past, present, or future violations of
the laws administered by the agency.

Ax1 J'g/ L&L L Magx Neme i ISSUED DATE October 23, 2000
LA m{ ISTRATOR '
POCATELL zorw. OFFICE EXPIRATION DATE _October 23, 2005

DEPARTM&NT OF ENVIRONMENTAL QUALITY

LOK:om FRFERMIR_PERMIPROAT AP AT ZD0GI26 B T



\IR pOLLUHON OPERA“NG PEKMI UL AR SRV

The Permittee is hereby aliowed to operate the equipment described herein subject to the emission limits and monitoring and reporting
requirements specified in this permit.

‘Permittee: P4 Production, LLC PERMIT NUMBER
Project: Tier H Operating Permit
Location:  Soda Springs, iD gialz2i-Joioleoicin

Source: A. Undred Quartrite Handling to Screening and Storage

FOR DEQ USE ONLY
W IOUTPEDIWK] « EQUIPMENT LISTING
This permif pertains to!
1.1 Haw quartzite foader
12 Coke and quarizite hopper 105
1.3 Conveyor helt 103
14 Baghouse 105, with stack 51 feet high and 1.8 feet diameter
15 Coke and guartzite dryer feed bin
1.8 Conveyor belt 124
1.7 Coke handling baghouse, with stack 80 feet high and 4.0 feet diameter
{ 1.8 Conveyor belt 123
1.9 Coke and quartzite dryer scrubber, Dustraxtor brand, with stack 60 feet high and 4.0 feet
diameter
1.10  Conveyor belt 201
111 South quartzite screen
112  North quartziie screen
1.13  Quartzite fines bin
1,14  Scalerocom guartzite bin
1.15  Nedule crushing and screening scrubber, with stack 81 {eet high and 11.5 feet diameter; and
116 Dust vacuum trock,
2. EMISSIONS LIMITS
21 Baghouse 105 Stack
211 Pardicuiate emissions shall not exceed 20.00 pounds per hour, as determined by a U.S,
EPA Reference Method 5, or approved alternative, emission test. Apnual particulate
emissions shall not exceed 72.8 tons per vear, as delermined by muiltiplying the actual
ernission rate measured by a U.S. EPA Reference Method 5, or approved alternative,
emission test or the aiowable hourly emission rate {if actual is not available) by the
actual hours of operation per year.

2.1.2 \Visible emissions shail not exceed 20 percent opacily for more than 3 minutes in any 60
rrinute period, as required in IDAPA 58.01.01.625 (Rules for the Confrol of Air Poliution
in Idaho), and as delermined using the Department’s “Procedures Manual”

2.2 Coke-handling Baghouse Stack

22.% Pariculate emissions shail not exceed 20.00 pounds per hour, as determined by a U.S,
EPA Reference Method 5, or approved alternative, emission test. Annwal particulate

inspection Comments.

[iSSUED DATE: . October 23, 2000
EXPIRATION DATE: Qctober 23, 2005

ZOK:hm  T2000326 PMT




JR POLLUTION OPERATING PERMIT
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The Permittee is hereby aliowed to operate the equipment described herein subject to the grnission limits and monitoring and reporting

requirements specified in this pefrmit.

| Pemmittee: P4 Production, LL.C

Project: Tier H Operating Permit

Location:  Soda Springs, 1D

Source: A. Undried Quartzite Handling to Screening and Storage

PERMIT NUMBER

Ci{4{2(-703701070 1

222

emissions shall not exceed 72.8 tons per year, as determined by muliplying the actual
errissions rate measured by a U.S. EPA Reference Method 5, or approved alternative,
emission test or the allowable hourly emission rate (if actual us not available) by the
actual hours of operation per year. .

Visible errissions shail not exceed 20 percent opacity for more than 3 minutes aggregate
in any 80 minute pefiod, as required in 1IDAPA 58.01.01.625, and as determined using
the Bepartment’s “Procedures Manual.”

Coke and Quarzite Dryer Scrubber Stack

2.3.1

232

Parlicutate emissions shall not exceed the emission imit set in 1DAPA 58.01.01.702 or
29.39 pounds per hour, whichever is more restriclive, as dstermined by & U.S. EPA
Reference Method 5, or approved afternative, emissions test. Annual particulate
emissions shaii not exceed 126.4 tons per year, as determined by mulliplying the actual
ermission rate measured by a U.8. EPA Reference Method 5, or approved alternative,
emissions test or the allowable hourly emission rate {if actual is not available) by the
actual hours of operation per year,

Visible errissions shali not exceed 20 percent opacily for more than 3 minutes aggregate
in any 60 minute period, as required in IDAPA 58.01.01.625, and as determined using
the Department’s *Procedures Manual.”

Noduie Crushing and Screening Scrubber Stack

241

242

Particulate emissions shall not exceed the emission limit set in IDAPA 58.61.01.702 or
36.88 pounds per hour, whichever is more restrictive, as delermined by a U.8, EPA
Reference Method 5, or approved alternative, emission test. Annual particuiate
errissions shal not exceed 158.5 tons per year, as determined by multiplying the actual
ernission rate measured by a U.S. EPA Reference Method 5, or approved aliernative,
emission test or the allowabie hourly emission rate (if actual is not available) by the
actual hours of operation per year.

Visible emissions shall not exceed 20 percent opacity for more than 3 minutes in any 80
minute period, as required in IDAPA 38.01.01.628, and as determined using the
Department's “Procedures Manual.”

Euaitive Emissi

All reasonable precautions shail be taken to prevent particulate matter from becorming airborne
in accordance with DAPA 58.01.01.650-851,

FOR DEQ USE ONLY
N | OUT IPEND] UNK
2.3
2.4
25
Inspection Comments:

ISSUED DATE: Cetober 23, 2000
EXPIRATION DATE.  October 23, 2005

ZOK:bm  TRONI26.PMT
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requirernents specified in this permil.

The Permittee is hereby allowed to operate the equipment described herein subject to the emission Hmits and monitoring and reporiing

permittee: P4 Production, LLC PERMIT NUMBER
Project: Tier || Operating Permit

Location:  Soda Springs, iD 0idl2i-1010101011
Source: A. Undried Quartzite Handling tc Screening and Slorage

FOR DEQ USE ONLY

K | OUT [PEND! UNK

31

4.1

42

43

3. OPERATING REQUIREMENTS

Control Equipment

All control equipment controlling emissions from this process shail be operated af all times that
quartzite is handled within this process.

4. MONITORING REQUIREMENTS

Brocess Weight Rates

The permittee shall install and operate equipment to measure or deveiop methods {o determine
the pounds per hour and tons per year of quarizite handied throughout this process,

Control Equipment

4,21 The permittee shall install, operate, calibrate, and maintain instrumentation to accurately
measure and indicate the pressure drop across each baghouse and scrubber controlling
errigsions from this process, and instrumentation fo accurately measure and indicate the
water flow rate to each scrubber controlling emissions from this process,

422 Maintenance shall be performed 1o each baghouse which has visible emissions
exceeding & percent opacily and o each scrubber which has visible emissions
exceeding 15 percent opacity. A measured opacity of 20 percent or less will not
constitute a violation of this permit,

Fugifive Ermiss)

The permittee shaill monitor and record the frequency and the method(s} used (i.e., waler,
chemical dust suppressants, etc.) o reasonably control fugitive emissions. The records shaill be
made available to Department representatives upon request.

inspection Comments:

ISSUED DATE: October 23, 2000
EXPIRATION DATE:  Qctober 23, 2005

ZGK:m  T2000326.PMT



IR POLLUTION OPERATING PERMIT Page 5 of 10

The Permittee is hereby atiowed 10 operate the equipment described herein subject to the emission lirnits and monitoring and reporting
requirements specified in this permi.

pPermittee: P4 Production, LLC PERMIT NUMBER
Project: Tier li Operating Permit
Location:  Soda Springs, ID 014121-]0101010 1
Source: 8. Phosphate Ore Nodules, Coke, and Quartzite Proportioning and Handiing to the Furnace Stocking Area
EOR DEQ USE ONLY
N | OUT [PENDI UK EQUIPMENT LISTING

This permit pertains to!

1.1 Nodute (rmiddle)} scaterpom bins 1,2, 3, 4, 5, and §;

12 Nodule {middle) weigh bins 1,2, 3, 4,5, and 6,

1.3 Quartzite {north) scaleroom bin 7,

1.4 Quartzite (north) weigh bin 7;

1.5 Coke (south) scalerpombins 8§, 8, 10, and 11;

1.6 Coke (south) weigh bins 8, 9,16, and 11;

1.7 Conveyor beit 416,

1.8 Scaleroom baghouse, with stack 60 feet high and 3.2 feef diameter

1.8 Rotary distributor 421;

110 Conveyor beit 417

111  Rotary stock distributor 672;

1.12  Conveyor belt 713;

1.13  Conveyor belt 714

1.14 6+ Furnace 7 stock bins

115  Furnace 7 CO baghouse, with stack 148 feet high and 1.2 feet diameter

1.16  Conveyor helt 418;

1.17  Furnace 8 stock diverter;

1.18  Conveyor beit 12W,

119 Conveyor belt 12€;

120 12 - Furnace 8 Stock hing

121 Furnace 8 CO baghouse, with stack 155 feet high and 1.5 feet diameter;

1.22 Conveyor beit 419;

1.23  Furnace 9 Stock diverter

1.24  Conveyor belt 420W,

125  Conveyor belt 420E;

126 12 -Furnace 9 stock hins;

127 Furnace 9 CO baghouse, with stack 1786 feet high and 1.5 feet diameter;

1.28  Furnace stocking system baghouse, with stack 80 feet high and 2.5 feet diameter;

1.29  Furnace stocking system baghouse dust container; and

1.30  Dustvacuum truck,

EMISSIONS LIMITS

2.1 Scaleroom (Quartzite Handling) Baghouse Stack

Z2.1.1  Particulate emissions shall not excead 2.00 pounds per hour, as determined by a U.S.
EPA Reference Method 5, or approved alternative, emission test. Annual particulate

inspection Comments:

ISSUED DATE: Qctober 23, 2000
EXPIRATION DATR: Octgbe{_ 23,2005

ZOK b TZ000375 PMT




\IR POLLUTION OPERATING PERMIT
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The Permittee is hereby allowed to operate the equipment described herein subject to the ermission limits and mon#ering and reporting

requirements specified in this permit,

"permittee: P4 Production, LLC

Project: “Tier § Operating Permit

Location:  Soda Springs, ID

Source! B. Phosphate Ore Nodules, Coke, and Quartzite Proportioning and Handling to the Furnace Stocking Area

PERMIT NUMBER

0id4i2{-|0j0}01C0C |1

FOR DEQ USE ONLY
N OUT PENBINK

22

23

2.4

emissions shall not exceed 8.6 tons per year, as determined by multiplying the actual
emission rate measured by a U.S. EPA Reference Method 5, or approved alternative,
emission test or the allowable hourly emission rate (if actual is not available) by the
actual hours of operation per year. .

Visible errissions shall not exceed 20 percent opacity for more than 3 minutes aggregate
in any 60 minute period, as required in IDAPA 58.01.01.625 (Rules for the Control of Air
Poliution it Idaho), and as determined using the Department’s “Procedures Manual.”

No..Z Fummace CO Baghouse Stack

2.2.1

222

Particulate emissions shall not exceed 4.13 pounds per hour, as determined by a U.S,
EPA Reference Method 5, or approved alternative, emission fest. Annual particulate
emissions shall not exceed 17.0 tons per year, as determined by mulliplying the actual
emission rate measured by a U.S. EPA Reference Method 5, or approved alternative,
emission test or the allowable hourly emission rate (if actual is not available) by the
actuat hours of operation per vear.

Visible emissions shall not exceed 20 percent opacily for more than 3 minutes aggregate
in any 60 minwde perod, as required in IDAPA 58.01.01 628 (Rufes for the Control of Air
Poliution it Idaho), and as determined using the Depariment's “Procedures Manual”

Na. 8 Fumagce CO Baghouse Stack

231

232

Particuiate emissions shall not exceed 5.63 pounds per hour, as determined by a US.
£PA Reference Method §, or approved allernative, emission test. Annual particulate
emissions shall not exceed 23.2 tons per year, as determined by multipiying the actual
ernission rate measured by a U.S. EPA Reference Method 8, or approved alternative,
gmission test or the allowabie hourly emission rate {if actual is not available) by the
actual hours of operation per year.

Visible emissions shall not exceed 20 percent opacily for more than 3 minutes aggregate
in any 80 minde period, as required in 1DAPA 58.01.01.625 (Rules for the Coantrol of Air
Poltution in Idaho), and as determined using the Department's “Procedures Manual.”

No. 8 Furnace CQ Baghouse Stack

2441

Particuiate emissions shall not exceed 7.88 pounds per hour, as determiined by a U.S.
EFA Reference Method 5, or approved aiternative, emission test. Annual parficulate
emissions shail not exceed 32.4 tons per year, as determined by mulliplying the actual
emission rate measured by a U.8. EPA Reference Method 5, or approved alternative,

Inspection Cotmments:

ISSUED DATE: October 23, 2000
EXPIRATION DATE:  October 23, 2005

ZCChm 12000326 FMT



AIR POLLUTION OPERATING PERMIT Fage 7 of 10

requitements specified in this permit.

The Permittee is hereby aliowed to operate the equipment described herein subject to the emission limits and monitoring and reporting

Permittee; P4 Production, LLC PERMIT NUMBER
Project: Tier H QOperating Permit
Location: Soda Springs, ID 0id421-j010(010 |1
Source: B. Phosphate Ore Nodules, Coke, and Quarizite Proportioning and Handling to the Furnace Stocking Area
FOR DEQ USE ONLY
N | ot lPenD) ik emission test or the allowable hourly emission rate (if actual is not available) by the
actual hours of operation per year.
242 Visible emissions shall not exceed 20 percent opacity for more than 3 minutes aggregate
in any 80 minute period, as required in 58.01.01.625 (Rules for the Control of Air
Polfution in ldaho), and as determined using the Department's "Procedures Manuai.”

2.5 Furnace Stocking Systern Baghouse Stack

2.5.1 Parficulate emissions shall not exceed the emissions limit sef in IDAPA 58.01.01.702 or
17.83 pounds per hour, whichever is more restrictive, as determined by a U.S. EPA
Reference Method 5, or approved afernative, emission test. Annual parficulate
errissions shall not exceed 77.2 tons per year, as determined by multiplying the actual
emission rate measured by a U8, EPA Reference Method 5, or approved alternative,
emissions fest or the allowabie hourly emission rate {if actual is not availabie) by the
actual hours of operation per year,

252 \isible emissions shall not éxceed 20 percent opacity for more than 3 minutes aggregate
in any 60 minute period, as required in IDAPA 58.01.01 625 (Rules for the Conlrof of Air
Poilution in Idaho), and as determined using the Depariment’s "Procedures Manual”

26 Eugitive Emissions
Al reasonabie precautions shall be taken to prevent particuiate matier fom becoming airborne
in accordance with IDAPA 58.01.01.650.651.

3. CPERATING REQUIREMENTS

34 Cantrel Equipment
All control equipment controling emissions from this process shall be operated at all imes that
materiat is handled within this process,

32 The production rate shail be determined during the tesls required in Section 4 below. The
roaxirmum production rate shal nof exceed 105 percent of the rate achieved during the tests un#l
the following conditions are met;

3.2.1  Pror written approval by the Department is received.

322 An emission test is performed at the requested increased production rate and the test
demonstrates compliance with the Rules for the Confrof of Alr Pollution in ldaho.

ingpection Commaernts.

1SSUED DATE. October 23. 2000
EXPIRATION DATE: Octobe{_ 23,2605

ZCKb F 2000326, FIT



IR POLLUTION OPERATING PERMIT Page 8 of 10

The Permittee is hereby aliowed to operate the equipment described herein subject to the emission limits and maonitoring and reporting

requirements specified in this permit.

permittee; P4 Production, L1C

Project: Tier Hl Operating Permit

i ocation: Seda Springs, 1D

Source: B. Phosphate Ore Nodules, Coke, and Quartzite Proportioning and Handling to the Furnace Stocking Area

PERMIT NUMBER

gld4:121-:0[(0106G]J0 |1

FOR DEQ USE ONLY
N | OUYT JPEND] UNK

4.1

432

43

4.4

5.1

4, MONITORING REQUIREMENTS

Process Weight Rates

The permittee shall install and operate equipment to measure or deveiop the methods to
determine the pounds per hour and tons per year material handled throughout this process.

Scalerpom Baghouse

The permittee shall perform a particuiate emissions fest within 60 days of the issuance of this
permit while operating at the maximum production rate for this process. Emissions testing shall
be in accordance with the Department's “Procedures Manual.” Visible emission shall be
measured and recorded during the emission test in accordance with the Department's
“Procedures Manual.” The production rate {(pounds per hour) achieved during the emission test

and the average pressure drop across the baghouse during the test shall be measured and
recorded.

Control Equipment

431 The permittee shall install, operate, calibrate, and maintain instrumentation to accurately

measure and indicate the pressure drop across each baghouse controlling emissions
from this process.

432 Maintenance shall be performed to each baghouse which has visible emissions

exceeding 5 percent opacity. A measured opacily of 20 percent or less will not constitute
a violation of this permi,

Fugifive Emissi
The permittee shall monitor and record the frequency and the method(s) used (L.e., waler,

chemical dust suppressants, efc) to reasonably control fugitive emissions. The records shall be
made available o Department representatives upon request,

5. REPORTING REQUIREMENTS

Scalerocom Baghouse

The permittee shail submit to the Depariment all emission test data, visible emission observation
dats recorded during the test, the process weight rate recorded during the {est, and the average
baghouse pressure drop recorded during the test within 30 days after the emission test.

inspection Comments:

ISSUED DATE: Qctober 23, 2000
EXPIRATIONDATE:  QOctober 23, 2005

QKM T23I6.PHT



FOR DEQ USE ONLY
] OUT [PEND UNK

FALILITY FENMIT NG, U4Z-000K0
Page 4 of 10

TIER il OPERATING PERMIT GENERAL PROVISIONS

All emnissions authorized herein shall be consistent with the terms and conditions of this permit. The emission
of any poflutant in excess of the limitations specified hersin, or noncompliance with any other condition or
Emitation contained in this permit, shalt consiitute a violation of this permit and the Rufes for the Controf of
Afr Poliution in Idaho, and the Environmental Protection and Meakh Act, idaho Code 38101 e, seq.

The Permittee shall at afl times (except as provided in the Rules for the Control of Air Pollution in idaho)
maintain and operate in good working order all treatment or control faciities or systems installed or used to
achieve compliance with the terms and conditions of this permit and other applicable faws for the controt of
air polution,

The Permities shall sllow the Director, and/for his authorized representalive(s}, upon the presentation of
credentials:

1 To enter upon the Permitiee's premises where an emission source is located, or in which any
records are required to be kept under the terms and conditions of this permil; and

2 At reasonable times to have access to and copy any records required to be kept under the terms
and conditions of this permtt, to inspect any monitoring methods required in this permit, and to
require stack emission testing (i.¢., performance tesis} in conformance with state approved or
accepted EFA procedures when deemed appropriate by the Director,

Except for deta determined {o be confidential under Section 8-342A, /daho Code, all reports prepared in
accordance with the terms of this permit shall be avaiiable for public inspection 2t the appropriate regional
office of the Depanriment of Environmental Quailty,

Nothing In this permit is intended to refleve or exempt the Permittee from compliance with any applicable
federal, state, or Iocal law of regulation, except as specifically provided herein.

in the event of any change in control or ownership of source(s) from which the authorized emissions
emanate, the Permitiee shall notify the succeeding owner or controller of the existence of this permit by
letter, & copy of which shail be forwarded to the Director, .
This perrnit shall be renewsble on the expiration date, provided the Permittee submits any and ail information
necessary for the Director 1o determine the amount and type of air poliutanis emitted from the equipment
for which this permit s granted. Failure o submit such information within sixty (60} days after receipt of the
Director's request shaill cause the permit to be veided.

The Director may require the Permitiee to develop 2 list of Operation and Maintenance Procedures to be
approved by DEQ. Such list of procedures shall become a part of this permit by reference, and the
Permittee shail adhere to all of the operation and maintenance procedures contained therein.

inspection Comments:

ISSUED DATE. October 23, 2000 |
EXPIRATIONDATE: October 23,2005

LOKibm  TI000326 FMT
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